From boatanchors@theporch.com  Thu Jan 11 11:24:37 1996
From: k1zat@bah.com
Subject: Re: Ameco TX-62 info request
Message-ID: <Pine.SUN.3.91.960110223824.25701C-100000@booz.bah.com>

Tom --

On Wed, 10 Jan 1996, Tom R. Rice wrote:
> 			Ameco TX-62
> 			National VFO-62
> 			RME VHF-152A

I have the TX-62 and the VFO the manuals that goes with it.  What do
you need to know ?

  jd



From boatanchors@theporch.com  Thu Jan 11 11:24:37 1996
From: w7ni@teleport.com (Stan Griffiths)
Subject: Re: Bad Solder Joints, everyones got 'em...
Message-ID: <199601111149.DAA28600@desiree.teleport.com>


>The only product I can think of which may be relatively immune to cold
>solder joints are the old BoatAnchor Tektronix scopes which used ceramic
>terminal strips and silver solder.  If any bad solder joints were produced
>in those scopes it could be easily seen upon inspection.  A colleague at
>work once remarked how when he was in the service years ago a Tektronix rep
>had been asked about the difference between Tektronix and the copycat
>scopes; the rep responded that the ceramic solder terminals were the most
>important difference and were critical to the Tektronix reliability.  (Any
>comments Stan?)
>
>
>Regards,
>Bill Sorsby, N5BU
>

Hi Bill,

If you are talking about the real Tek "clones", they also cloned the ceramic
strips so they have that technology too.  I will admit the clone strips were
not as pretty as the real Tek ones.  I have a few clones and I don't think I
have ever seen a bad solder joint in a ceramic strip notch on either a clone
or a real Tek instrument.  That is not to say I haven't seen bad solder
joints in a Tek instrument because I have.  The last one I saw was two days
ago when I was looking into a RM35A that Randy Zellick sent over here.  It
seems that one of the delay line coils decided to go open right in the upper
rear corner of the scope where the delay line takes a right angle.  It was
an open solder connection that lasted for 30+ years and then suddenly let
go.  It was not visisble until I isolated it with an ohm meter and then
pushed on it with an insulated soldering tool.  It moved.  Aha!!  Most bad
solder joints in BA Tek instruments are on the rotary switches.

I believe I have actually seen more loose bolts and nuts that have unscrewed
themselves floating around inside of old Tek scopes than I have seen bad
solder joints.  It had something to do with the three or four separate
visual inspections that every solder joint had to pass and the quality
grading system that was part of the quality program at Tek.  I know that
system quite well since I lived in it for 2 years.

Stan  W7NI@teleport.com



From boatanchors@theporch.com  Thu Jan 11 11:24:37 1996
From: John Kolb <jlkolb@cts.com>
Subject: Re: Bad Solder Joints, everyones got 'em...
Message-ID: <Pine.SCO.3.91.960111080932.6430A-100000@sd.cts.com>

On Wed, 10 Jan 1996, William Hawkins wrote:

> As to solder joint inspection, I remember seeing picturs of good and bad
> joints in a book (that I can't find right now).  All of the good joints
> show that solder has _flowed_ away from the joint along the wire(s) to
> be soldered.  You can see a meniscus of solder that indicates that the
> joint was hot enough to flow at the edges, so it can't be cold in the
> center.  It could still be oxidized, but not cold.


I found a bad solder joint inside a Collins mechanical filter last
night. Now admittedly, this was one of a number of filters I bought 
at a surplus store that I think left Collins in someones lunch bucket
from a reject pile, rather than sold out the front door, but Collins said 
that couldn't have happened. Anyway, bad solder joints can happen
to the best of manufacturers.

Anyone need some mech filters with 500, 462 or 450 kHz center freqs?

John Kolb  KK6IL  jlkolb@cts.com




From boatanchors@theporch.com  Thu Jan 11 11:24:37 1996
From: dt@scotborders.co.uk (David Topham - Arts & Science)
Subject: Re: BC-1000
Message-ID: <9601111109.AA09435@scotborders.co.uk>

Hi gang,

I just received my first Fair Radio catalog(ue) and was amazed to see
BC-1000 for sale. I would be interested if anyone could sell me a known good
one for a fair price or lower? E-mail me direct with any offers.

My interest is that this would complement my British WS31, which is the
Anglicised version.

Why should this equipment surface *now* so many years after it became very
obsolete? Does anyone know - or is there a red face that just remembered a
warehouse?

73, David Topham  GM3WKB  dt@artscience.scotborders.co.uk



From boatanchors@theporch.com  Thu Jan 11 11:24:37 1996
From: w7ni@teleport.com (Stan Griffiths)
Subject: Re: Best BA watch ever: The Avengers
Message-ID: <199601110817.AAA26951@desiree.teleport.com>

> And a mammoth TEK scope has a brain-draining probe
>(anyone know the part no. for this accessory?)

Hi David,

I, the keeper of all Tek trivia, of course know the part number for such an
important accessory:  pi

But if you want to order one, you must express the part number (pi) as a
decimal with total and complete accuracy, otherwise the Tek order processing
computer will not accept your order. ;-)

Stan  W7NI@teleport.com



From boatanchors@theporch.com  Thu Jan 11 11:24:37 1996
From: Michael Crestohl <mc@shore.net>
Subject: Chasing a wild goose in Boston.......
Message-ID: <199601111248.AA03449@northshore.ecosoft.com>

Hello All Keepers of the Sacred Firebottle!!!

Hope everybody had a great holiday season......we surely did!  Although it
was quiet around here most of the time, we had several honored guests.....
including the Timtron Himself, WA1H - nYellllllaaaaaaaaaarrrrrrrrrr,
Henry Yellar!  Actually Tim visited us TWICE!  First visit was right before
Christmas!  My wife Cynthia thinks Tim is just great and is always very happy
when he comes to visit, so he's really welcome anytime.  Tim's "Old Man"
lives in Boston and because of the parking configuration at the condo where
he lives, Tim can't stay overnight, so he stays here with us in Nahant MA.
Anyways, "The Old Man" is moving - to Santa Fe NM which was a very smart move
considering the WX we have been experiencing of late!  Anyways, Tim's job
over the holidays was to move the OM's stuff out of the condo and across the
country to Santa Fe.  

Day before Christmas another visitor arrived - on his way to his daughter's
place in Dudley MA.  Cynthia and I drove the short distance to Logan to
meet up with our friend.  We chatted at the car rental shop and I mentioned
that we might want to drive over to see Timtron.  Our visitor was delighted,
having known and worked with Tron up in Maine in the 70s.  Tim was busy
clearing out the many storage lockers the Old Man had filled with his 
substantial book collection and we tried to co-ordinate on two-meter cb.

We drove off towards the Brighton area of Boston, me leading the entourage.
Our friend apparently got the last car in the inventory - and it wouldn't
shift out of second gear, but we were headed in the right direction.  I
don't know if any of you here are familiar with what its like driving in
Boston, but even people who live here have problems.  There's no freeways,
expressways, etc that really go anywhere. Because Boston is geographically
challanged, there are no direct routes.  My friend and I found this out
one more time trying to find Tim.  We drove through Brookline and
Newton trying to get to Brighton.  We were getting close, but in the meantime 
Tim had finished up at the storage room and had to head back to the condo
in Watertown.  Now it was becoming a wild goose chase - - - we all know how
hard it is to hit a moving target!  We had NO idea where we were and
which way to go.  I could envision my friend's family waiting him out
in Dudley and here we were engaged in a wild-goose chase of incredible
proportions in Boston.  My wife, normally tolerant on any activities
involving Tron, was becoming marginally hyellified.  Suddenly my friend,
who was behind me spotted Tim's rented U-Ass-Haul-It truck and we gave
chase aross the River Charles into Watertown.  Yes, the wild-goose chase
was over and we had a lovely visit - driving behind the now-unneeded rental
truck to the rental station and back to the condo with Tim.  Tim showed
us his latest "Dog-Log" mobile antenna, which was of great interest to 
our other friend who works hf mobile exclusively.......it was quite an
afternoon.

Our unidentified friend........well, you know him too!  Any guesses?

73,

Michael Crestohl, KH6KD/W1
mc@shore.net

PS:  Tim drove the big truck out to Santa Fe after Christmas without
incident and flew back on the 4th of January just in time to help
Cynthia and I spend our 2nd wedding anniversary!

Now he's back up in the State 'o Maine and you can hear him on 3885.

BOY - is this ever off topic!  Think Jack'll mind?


From boatanchors@theporch.com  Thu Jan 11 11:24:37 1996
From: Rick Blank <rblank@legend.txdirect.net>
Subject: Re: Collins BIG rig
Message-ID: <199601110428.WAA29374@legend.txdirect.net>

At 04:21 PM 1/10/96 -0600, you wrote:
>I stumbled across a BIG Collins rig that in storage but available.  I 
>was following a lead someone gave me on a used FM broadcast 
>transmitter and this turned up.
>
>The info I've got so far:
>
>Collins WWII-vintage 40kW transmitter, Navy surplus, 1.5-18mHz, 4' 
>wide, 8' high and 3' deep, not including plate transformer.  Plate 
>transformer is 2'x3'x4'.  The cabinet contains four units; power 
>supply, exciter/multiplier, buffer/driver and final.  The final has 
>"four big tubes, Eimac", according to the owner, John Erwood, Sr.
>He can be reached at 312-955-1051 (Chicago, in case you want to 
>figure out shipping charges).  He was given the radio by the U of 
>Chicago and would like to sell it.
>
>73     Terry O'     WB9GVB
>
>
Boy, with that transmitter I think I could finally clear off
all the "squaremouth" around 3880!


Rick Blank, KI5SL			rblank@txdirect.net
2223 Blanco Road			KI5SL@K3WGF.STX.USA.NOAM	
San Antonio, Texas 78212		AMSAT NA#26195



From boatanchors@theporch.com  Thu Jan 11 11:24:37 1996
From: Sandy Blaize <70401.134@compuserve.com>
Subject: Re: Collins BIG rig
Message-ID: <960111070029_70401.134_IHD59-1@CompuServe.COM>

Hey!  That would be a GREAT way to blow squaremouth away on 3880 wouldn't it?
The Premier station that should be convinced to make more noise on 3880 is K5SWK
with his homebrew 833 rig!  I wish I had two 90' telephone poles seperated by
about
110-140', I'd put up that open wire fed antenna I've been wanting to for years.
I'm
sure it would help my Viking 500 deliver a better signal.
73,
Sandy W5TVW
~~~~~~~~~~~~~~~~~~~~~~~~~~~~~~~~~~~~~~
Boatanchors restored/collected/operated.



From boatanchors@theporch.com  Thu Jan 11 11:24:37 1996
From: tjenkins@pnet16.navy.mil (Tom Jenkins)
Subject: Re: Collins BIG rig
Message-ID: <m0taQIG-0002DOC@nctamsep.navy.mil>

Gentlemen, 

Since much of this topic is above me (at least anyway :), please assist me in
de-subscribing from BA.

v/r

--Tom

 
INET: tjenkins@pnet16.navy.mil


From boatanchors@theporch.com  Thu Jan 11 11:24:37 1996
From: "Roy C. Pollitt" <76161.2377@compuserve.com>
Subject: FS:  QEX Magazines
Message-ID: <960111115534_76161.2377_GHM52-2@CompuServe.COM>

CLEANING SHACK!             **** FOR SALE ****

                              Roy C. Pollitt KD4HC
                              76161.2377@CompuServe.com
                              PO Box 1200
                              Millsboro DE 19966-5200

The following electronics magazine
is for sale. Will sell only as a complete lot.
  
  QEX  (ARRL product)

      1989 thru 1993  (each year library bound)
      1994 thru 1995  (loose issues)

          $ 60.00  plus $ 10.00 towards shipping.

    e-mail your acceptance of offer.
    I will confirm via e-mail.

		76161.2377@CompuServe.com

				Roy KD4HC


 



From boatanchors@theporch.com  Thu Jan 11 11:24:37 1996
From: Scott Townley <nx7u@primenet.com>
Subject: Re: FS: Copies of 1961 Nems-Clarke catalog
Message-ID: <199601111336.GAA04707@usr5.primenet.com>

At 18:13 10.01.1996 -0600, Terry O'Laughlin, RM:7135, #:6-6667 wrote:
>I obtained an original of a rare 1961 Nems-Clarke catalog.  It runs 
>114 pages and contains data on 28 different surveillance and 
>telemetry receivers including block diagrams, accessory equipment, 
>broadcast and telecast equipment and two lines I never knew they had, 
>scientific research and photography equipment. 
>
>Copies available for $25 shipped priority mail.
>
>Terry O'Laughlin
>P.O. Box 3461
>Madison, WI  53704
>
>
>73     Terry O'     WB9GVB
>
>

I'd be interested in a copy of this item.  I'll drop a check in the mail soon.
Thanks,
Scott Townley
nx7u@primenet.com



From boatanchors@theporch.com  Thu Jan 11 11:24:37 1996
From: cfb@novum.com
Subject: Gertsch FM-3 Frequency Meter
Message-ID: <Chameleon.960111221445.cfb@net.indra.com>

I recently acquired a Gertsch model FM-3 frequency meter. Can anyone help me with the schematic or operating manual? I'm also looking for historical and anecdotal information on the company, Gertsch Products, Inc.

Charles F. Bacon
cfb@novum.com





From boatanchors@theporch.com  Thu Jan 11 11:24:37 1996
From: don merz <71333.144@compuserve.com>
Subject: Going LOOPy
Message-ID: <960111151855_71333.144_DHB47-3@CompuServe.COM>

 LOOP de LOOP

 WANTED: IDENTIFICATION: Can you identify this military direction finder 
 loop antenna? The only mark on it is the U.S. Navy "US" with an anchor
 in between the U and the S. So let me describe it: The loop is large-ish,
 being a 20" diameter ring of 2" pipe joined at the top by a short section
 of radiator hose. The loop rotates in a 12" high, 6" square heavy cast metal 
 mount. Inside the mount is a ring/brush connector with 3 brushes to take
 off the signal. There is supposed to be a cover plate on one side of the 
 mount but it is missing from this one. The whole thing is painted olive drab 
 and weighs about 20 pounds. Any guesses? All help appreciated.


 CONTACT: Don Merz, N3RHT: 47 Hazel Drive, Pittsburgh, PA 15228.
          412-234-8819 (weekdays, EST or leave a message anytime). 
          71333.144@compuserve.com





From boatanchors@theporch.com  Thu Jan 11 11:24:37 1996
From: don merz <71333.144@compuserve.com>
Subject: Homebrew AM TX FS
Message-ID: <960111152222_71333.144_DHB47-4@CompuServe.COM>

Vance Rayburn, in Madison WI, has a nice homebrew AM transmitter for sale.
He was not able to describe it in great detail except to say that it
fills a 6 foot rack and weighs 600 pounds. He wants $300 for it. Anyone
near Madison like old homebrew? If so call him at 608-274-3002.
I barely know Vance and have not seen th TX, so all the usual disclaimers
apply.

Thanks.
Don, N3RHT
71333.144@compuserve.com



From boatanchors@theporch.com  Thu Jan 11 11:24:37 1996
From: FRANCIS4@AppleLink.Apple.COM (Francis, Dexter)
Subject: HP 606B Questions
Message-ID: <821335067.0034838@AppleLink.Apple.COM>

Greetings, keepers of the etherflame -
 
I happened across an HP 606B at the local recycled parts emporium, and it had
to come home to my house.  Greatfully, it seems to be in calibration, or at
least largely so, according to my venerable HP 140T.
 
However, I have some questions:
 
There is a crystal calibration switch and seemingly associated headphone jack.
What is the function of this switch and jack?
 
What is the function of the "Freq Control" and "Freq Analog" BNC connectors?
 
Any advice on these topics or other pertinent musings from the sages will be
adsorbed and greatly appreciated by this humble neophyte.
 
-df (N0YLJ)
 
 



From boatanchors@theporch.com  Thu Jan 11 11:24:37 1996
From: Dave Creek <dcreek@pixi.com>
Subject: Re: HP 606B Questions
Message-ID: <Pine.PCW.3.91.960110203940.10055A-100000@mothra08.pixi.com>


On Wed, 10 Jan 1996 FRANCIS4@AppleLink.Apple.COM wrote:

> Greetings, keepers of the etherflame -
>  
> I happened across an HP 606B at the local recycled parts emporium, and it had
> to come home to my house.  Greatfully, it seems to be in calibration, or at
> least largely so, according to my venerable HP 140T.
>  
> However, I have some questions:
>  
> There is a crystal calibration switch and seemingly associated headphone jack.
> What is the function of this switch and jack?

With a set of headphones plugged into the jack and the switch on, a zero 
beat is heard when tuning the frequency dial. I can't remember if the 
interval is 100 kHz or 1 mHz. This is used to set the hairline cursor in 
the frequency window by means of the small knob beside the window. This 
needs to be done nearest to the frequency of use.

  
> What is the function of the "Freq Control" and "Freq Analog" BNC connectors?

These connections are used with the HP 8708A Syncronizer to phase lock 
the signal generator giving the generator the stability of a crystal 
oscillator. This can also be used to FM modulate the generator with or 
without the HP 8708A.

> Any advice on these topics or other pertinent musings from the sages will be
> adsorbed and greatly appreciated by this humble neophyte.
>  
> -df (N0YLJ)

Hope this is some help.

73 es Aloha,

Dave Creek, NH6BA
Ewa Beach, HI
dcreek@pixi.com 


From boatanchors@theporch.com  Thu Jan 11 11:24:37 1996
From: "Gable, Edward M" <emg@rfpo2.rfc.comm.harris.com>
Subject: RE: HP 606B Questions
Message-ID: <30F5003F@smtpgate.rfc.comm.harris.com>


<snip>
I happened across an HP 606B
However, I have some questions:
 <snip>
There is a crystal calibration switch
 What is the function of the "Freq Control" and "Freq Analog" BNC 
connectors?
Any advice on these topics or other pertinent musings from the sages will be
adsorbed and greatly appreciated by this humble neophyte.

The 606B is a great addition to the BA workshop, congratulations.
The Calibrate is a 100 KHz xtal just like ur 60's rcvr's.   Plug in HiZ cans
and turn on the calibrator and you can calibrate the moveable cursor
to any frequency.   The added three BNC connector across the bottom
connect to an optional "stabilizer" box which is a form of phase lock loop.
Those are hard to find, are a pain to use if ur doing RX alignment where
ur making large excursions in frequency, but do work well when locked
at one frequency.   WARNING, to not transmit into the output of ur  606
when working on transcievers.  Sounds like a silly warning, but this will
blow the unfixable attenuator and is the #one cause of Sig Gen failure
at my place of work.   Enjoy ur 606.   73  Ed K2MP @ Rochester
emg@rfc.comm.harris.com


From boatanchors@theporch.com  Thu Jan 11 11:24:37 1996
From: John Kolb <jlkolb@cts.com>
Subject: Re: HP 606B Questions
Message-ID: <Pine.SCO.3.91.960111083616.6430B-100000@sd.cts.com>

On Wed, 10 Jan 1996 FRANCIS4@AppleLink.Apple.COM wrote:

> I happened across an HP 606B at the local recycled parts emporium, and it had
> to come home to my house.  Greatfully, it seems to be in calibration, or at
> least largely so, according to my venerable HP 140T.

It followed me home, Mom. Can I keep it?

> There is a crystal calibration switch and seemingly associated headphone jack.
> What is the function of this switch and jack?

These are used like the xtal calibrator in a SW receiver, to adjust the 
dial pointer at major dial divisions.

> What is the function of the "Freq Control" and "Freq Analog" BNC connectors?

These were the major changes between the 606B, and the 606A, which I have.
As best I can recall, from when I bought a 606B for a previous emmployer,
one or both of these allow you to put in a DC voltage to pull the frequency
a little bit. This would let you build an external Phase Lock Loop to
stabilize the freq, for example.

John Kolb  KK6IL  jlkolb@cts.com



From boatanchors@theporch.com  Thu Jan 11 11:24:37 1996
From: Michael Crestohl <mc@shore.net>
Subject: Let's have a party - a BIG one!
Message-ID: <199601111250.AA04167@northshore.ecosoft.com>

Hello All Guardians of the HV Supply!

I had an idea over the Holidays that I'd like to put to the Boatanchors
gang.

As many of you in the Northest know, the ARRL New England Convention is
held every second year at Boxborough MA.  Up until 1994 this event was
THE New England convention.  In 1994 a group in Manchester NH started
holding the Division convention at the new Convention Center and after
two shows it has become another established ham event to attend and enjoy.
The Boxborough show was always "all right, but nothing special".  I guess
the entrenched committee and organizers had their own ideas on the
convention and it became pretty much the same thing every second year.

But now things are changing!  Two of my buddies are on the Boxborough
Convention Committee this year, Mike "Twoof" Raisbeck K1TWF and "Wildman"
Dave Foner WA1TET.  Twoof is in charge of the programs and Wildman is
the Flea Market Czar!  Trust me on this one, gang, both these guys are
very BA-friendly!

Here is an excellent opportunity for us to have a great Boatanchor Bash,
partially subsidized by the ARRL!  Mike has promised me meeting rooms for
seminars, exhibits and maybe if we're good, we can have our own Boatanchors
hospitality suite....... 

There's more!

The dates are Saturday October 5th and Sunday October 6th 1996.  The
Hosstraders Tailgate Swapfest will be held at the Rochester NH Fairgrounds
on Friday October 4th and Saturday October 5th.  Yes indeed, they would
appear to conflict, but that works for us too.  We will start the Boatanchor
Bash at Hosstraders on Friday, head down to Boxborough on Saturday sometime
and finish it up Sunday afternoon.  There is a certain amount of "pissing
and moaning" about the overlap of the two shows, but I feel that it might
actually be very workable for us to enjoy both "Deerfield" and Boxborough
on the same weekend.  Its quite a thought!

There's almost ten months to plan this great event.  We already have one
guest speaker signed up and I have no doubt that this BA-Bash will be 
memorable - a wonderful floating party and "stuff" festival of the highest
order.  

What say you all?  You're ALL invited!!!

73,

Michael Crestohl, KH6KD/W1
mc@shore.net


From boatanchors@theporch.com  Thu Jan 11 11:24:37 1996
From: "William L. Fuqua III" <wlfuqu00@service1.uky.edu>
Subject: Need INFO on BA CW Transmitter 
Message-ID: <199601111440.JAA20725@service1.cc.uky.edu>

  Does anyone have any info on an ET-8023-D1 transmitter.
It is cw only and crystal controlled w/ a pair of 813 finals.
  The name plate indicates it operates 2 to 24 MHz.

  I only have the RF deck and not the power supply or 
cabinet. It apperantly used 110 VDC in an must have 
used some sort of dynamotor for power.

  73
  Bill ko4ww

  William L. Fuqua III  P.E.
  Department of Physics and Astronomy
  CP-177 Chem. Phys. Bldg.
  University of Kentucky
  Lexington, Ky 40506-0055
  E-mail WLFUQU00@POP.UKY.EDU
  Phone (606) 257-4155
  



From boatanchors@theporch.com  Thu Jan 11 11:24:37 1996
From: Witmerjr@aol.com
Subject: Noise Blanker Info
Message-ID: <960110202642_87528958@emout04.mail.aol.com>

On  Sat, 6 Jan 1996 16:16:00 PST
 "Randy Zelick" <RANDY@sbii.sb2.pdx.edu>
Stated:    Now if you want a real noise blanker...

"The very best noise blanker I've ever encountered was made by RCA to be used
with their carfone series of mobile radios. These were the first all solid
state receiver (hybrid tube/ss xmtrs) units used in taxis, police cars, etc.
The 25-50  MHz ("low band" in commercial 2-way circles) units were plagued
with ignition..." 

------------------------------------------------------------------------------
--------------

Motorola used a similar circuit in many of their commercial Low-Band VHF FM
transceivers.  Tthey calling it an "Extender" and it also operated as a noise
blanker.  There was an interesting article in the August 1993 Issue of QEX
which reviewed some history of Noise "Blankers" and included a reference to
the Collins KWM2 and a description of its' noise blanker approach which
appears to closely follow the 75A4 approach - which is possibly where the
approach came from?

73

Bob  W3RW

witmerjr@aol.com 


From boatanchors@theporch.com  Thu Jan 11 11:24:37 1996
From: Rick Blank <rblank@legend.txdirect.net>
Subject: Re: parts needed
Message-ID: <199601110420.WAA29102@legend.txdirect.net>

At 09:42 AM 1/10/96 -0600, you wrote:
>
>I'm bringing a Collins 32V-1 xmtr back to life and would like to replace 
>a couple of parts if someone can help:
>

>Two Collins skirted knobs. 1-3/4" skirt with indicator mark. Same as 
>the 75A-4 AF gain knob, for example.
>(is this right? Anyone got a 32V to verify the bandswitch and audio knobs
>are bigger than the others - that's how it looks in the photo.)
>

Yep, they are larger, at least on my 32-V2, same knobs were used on the
R-388/51J-4 for Stand By, RF Gain, and Audio Gain....If no one else turns
up any, Nick, let me see what my knob box has, let me know....

>4 uf, 1000v oil cap - tubular, vertical chassis mount, two terminals on the
>bottom, isolated case, mounts with a big nut. I figure this is unlikely 
>and I'll have to resort to some electrolytics, but it never hurts to ask.
>

Don't think I've got one of those, the seem kinda hard to find!

>Thanks,
>Nick KD4CPL
>nick@cs.unc.edu
>(h) 919/929-4342
>



Rick Blank, KI5SL			rblank@txdirect.net
2223 Blanco Road			KI5SL@K3WGF.STX.USA.NOAM	
San Antonio, Texas 78212		AMSAT NA#26195



From boatanchors@theporch.com  Thu Jan 11 11:24:37 1996
From: Scott_Johnson-AZAX60@email.sps.mot.com
Subject: RE>RE- HP 606B Questions
Message-ID: <"Macintosh */PRMD=MOT/ADMD=MOT/C=US/"@MHS>


                      RE>RE: HP 606B Questions                     1/11/96
The phase locker box is a HP 8708, and really are quite easy to find, in 
fact Tucker has/had them at clearance prices not long ago.  The box will 
also phase lock a 608F.

                                          73, Scott

--------------------------------------
  The added three BNC connector across the bottom
connect to an optional "stabilizer" box which is a form of phase lock loop.
Those are hard to find, are a pain to use if ur doing RX alignment where
ur making large excursions in frequency,



From boatanchors@theporch.com  Thu Jan 11 11:24:37 1996
From: Sandy Blaize <70401.134@compuserve.com>
Subject: Sell/Trade: Big Fuses!
Message-ID: <960111052150_70401.134_IHD87-1@CompuServe.COM>

I have the following NOS fuses for those looking for such.  Would like
to move them all as one bunch if possible.  I'll accept reasonable offers.
[Current prices on NON series=$1 ea., NOS series=$5 ea., REN series=$3 ea.]

Quan.  Bussmann type number
20	NON 1
10	NON 2
10	NON 3
10	NON 20
18	NON 50
25	REN 15  (Renewable link type-can be 're-linked' and re-used)
18 	NOS 1
19	NOS 3
12	NOS 10
10	NOS 15
6	NOS 20
8	NOS 30
20 	BAF 10

Some of the boatanchor crowd might need some these for some of the old 
shipboard gear.

Sandy W5TVW
~~~~~~~~~~~~~~~~~~~~~~~~~~~~~
70401.134@compuserve.com




From boatanchors@theporch.com  Thu Jan 11 11:24:37 1996
From: Henry van Cleef <vancleef@bga.com>
Subject: Re: Solder Joint Failures
Message-ID: <199601110218.UAA08460@zoom.bga.com>

As Timothy Parker  x7-4463 said
> 
> 
> This discussion of cold solder joint failures and their inevitability
> leads me to the conclusion that going through an old and possibly
> suspect circuit with a hot iron and touching up every single solder
> joint is a good idea.
> 
> Is this a valid conclusion?
> 
Yes.  On any piece of strange equipment I do an inspection under a
magnifying glass, and touch any solder joint that looks in the least
suspicious with a soldering iron.  

Even if it does not look suspicious, if you have intermittents in a
circuit, one of the first things to do is to reflow all the solder
joints.

A few recent case histories:

1.  A Sony tape recorder from the early sixties (not a boatanchor
device, but uses manually-soldered connections).  It had a very pesty
intermittent in one channel.  Visual inspection showed that the
original soldering was poor quality, but all the joints looked
acceptable.  I heated about twenty joints in the circuit that was
giving the trouble.  No more intermittent.  

2.  A large Magnavox floor console from the forties, which I recapped
and re-resistored last year.  The audio amplifier (push-pull parallel
6V6's) had obvious heat damage to some of the resistors in the circuit.
I found a parasitic suppression cap that had never been soldered.  I've
had the unit for about fifteen years, and never heard parasitics from
this circuit, but the former owner told me that it would do a serious
"brrrrrrp" once in a while, and had always done so.   

3.  Meissner Signal Shifter (postwar model).  This was a stripped
chassis rebuild.  In unsoldering the remaining old components, I found
that about half the solder joints had never been flowed properly.  The
looked OK under a casual inspection, but under a magnifying glass you
could see that the terminals had been heated and the solder flowed onto
them, but that the component leads had not been heated enough for the
solder to attach to them.  

You will find bad solder joints in equipment from any manufacturer.
Virtually all of the US manufacturers did have good solder quality,
because the labor pool (mostly women, euphemistically called
"housewives" by many) moved between shops, and almost all of them
prided themselves on doing good quality soldering.  I don't think I
ever worked in a shop where anything but first-class soldering was the
order of the day.  But I never saw a shop that didn't turn out an
occasional bad joint.  

As a non-boatanchor comment, I've been involved in automated assembly
and soldering about as long as it's been around, and it takes a great
deal of skill to get an automated process to work consistently and
reliably, particularly with the very small joints used on surface mount
devices (SMD's).  One of the major problems with Pacific Rim
electronics continues to be solder problems.  If you have noise and/or
intermittents in any device, old or new, put solder quality high on
your list of things to look for.  

-- 
***********************************************************
Hank van Cleef  vancleef@bga.com  vancleef@tmn.com
***********************************************************



From boatanchors@theporch.com  Thu Jan 11 11:24:37 1996
From: owens@stout.atd.ucar.edu (Chip Owens)
Subject: TO: KB0USK
Message-ID: <199601111501.IAA13873@atd.atd.ucar.EDU>

I apologize for the BW but lost email address for KB0USK.

KB0USK,

I'm holding the books you wanted but have not heard from you.
Please respond.
Thanks!
owens@stout.atd.ucar.edu


From boatanchors@theporch.com  Thu Jan 11 11:24:37 1996
From: Peter Gerba <pgerba@crl.com>
Subject: Re: Want D-104 and relay (dow-key??)
Message-ID: <Pine.SUN.3.91.960110182648.21081C-100000@crl8.crl.com>

Hi Don;

In the last batch of stuff I found some Advance relays.  115vac & 6vdc, 
so239s, 115vac are used but in good shape.  The 6v are new but could use 
cleaning.  $ 25 ea I think I have 5 of each.

pete, kn6bi
pgerba@crl.com



On Fri, 5 Jan 1996, Don Whitty wrote:

> I am looking for a mic for my Johnson Ranger I.  I have been advised that a
> D-104 is perhaps the most popular and accesible solution...
> 
> As well, I am looking for a relay (dow-key) or something else that will
> accomplish the job of switching the antenna between my Ranger I and HRO-60.
> 
> Please respond with comments, availability and price to:
> 
> Don Whitty
> VE9XX
> whittyd@nbnet.nb.ca
> 
> note:  the race is on to have this station operational for the classic radio
> exchange!
> 
> 
> 
> 
> Don Whitty                                          ______.    
> Dept. Head Distance Learning (Acting)              '----------,
> New Brunswick Community College                              /
> Miramichi Campus                                         O  /
> Miramichi, NB                                            |-/
> Canada                                              ~~~~~~~~~~~~~~
> E1N 3W4                                       
>                                               "Fish the Mighty Miramichi!"
> 
> whittyd@nbnet.nb.ca
> (506)778-6632 (vox)
> (506)778-6690 (fax)
> 
> 
> 


